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Are you able to see each aircraft around

you? TrafficScope can. 

Sophisticated collision avoidance is finally

affordable for general aviation.

TrafficScope boasts advanced features like

menu-driven detection window setup,

microprocessor accuracy, altitude and

squawk decoding, a wake turbulence alert

and an altitude alerter. 

Only TrafficScope features an on-board

altimeter for superior accuracy and easy,

flexible installation options with FAA

approval. 

Here’s some more words to describe it:

tiny, powerful, feature-packed. But don’t

take our word for it. Try it yourself. As our

customers say, once you do, you’ll never fly

without it.

Portable Collision Avoidance.
Now Only $795

traffıcscope vrx
only from surecheck avıonıcs

Up to 5 NM range

Up to ±5000 ft. altitude

built-in altimeter

altitude alerter

detects mode a, c, s and military

menu-driven configuration

voice alerts



TrafficScope VRX represents the next

generation in portable passive collision

avoidance. TrafficScope is available in

two models: VRX will detect aircraft

and display both range and altitude; 

Micro gives range proximity. Both units

combine many advanced collision avoidance technologies into one small package.

Completely self-contained, TrafficScope is truly a “Plug and Go” device with its own

antenna system and battery-operated design. For installation,

permanent installation assistance with FAA form 337 and available

mounting and installation kits are also provided. TrafficScope is micro-

processor controlled and utilizes menus to assist pilots in all aspects of

flight. TrafficScope VRX includes an onboard altimeter for added

reference accuracy. TrafficScope can be set up for flight and ground

mode operations, as well as an auto mode which senses when the pilot

becomes airborne and switches itself into flight mode. The pilot can

scale the view of traffic and will be alerted through audio

messages when an aircraft poses a threat. Many other

features include an altitude alerter, wake turbulence alert,

MFD integration through the data port, static pressure hookup,

RADAR (SSR), TCAS and Mode S detection. 

TRAFFICSCOPE® VRXsurecheckavıonıcs

What is TrafficScope?

The MenusThe Display

Specifications

Traffic Detection

Operation Sets up the
unit for operations on
the ground or in the air,
or an auto mode to
switch automatically

Range Sets 
detection range

Altitude Sets 
altitude detection 
window 

Altitude Alert Sets the
allowable altitude drift
window

Setup is quick and easy with four configuration menus:

For more information, visit your avionics dealer,
call (888) 340-8055, or log onto
www.surecheckaviation.com.

Environmental
Altitude Min. / Max. 0 ft. / 25,000 ft
Pressure Min.. 0 kPA (0 PSI)

Max. 100 kPA (14.5 PSI)

Physical
Dimensions Length 5.36” (136.2 mm)

Height 2.00” (50.8 mm)
Width 3.65” (92.7 mm)

Weight 11.45 oz. (324.6 g) w/o batteries
15.45 oz. (438.0 g) w/ batteries

Temperature -15°C (+5°F) to +60°C (+140°F)
Display FSTN Wide-temp Liquid Crystal
Backlight Blue-green LED, backlit

Accuracy
Range 0-2.0 NM ±0.1 NM resolution

2.0-5.0 NM ±.1.0 NM resolution
Altimeter ±200 ft. accuracy

Receiver
Selectivity Receiver A 1090 MHz ±3 MHz

Receiver B 900 - 1200 MHz
Signal Modes X, Y, A, C, S, 2, 3/a
Dynamic Range 40 db

Power
Sources Four “AA” batteries (included)

12-40 VDC, negative ground
Battery Life Up to 8 hours w/o backlight

Up to 6 hours w/ full backlight
Consumption Battery 1 watt max.

12V A/C 4.8 watts max.
28V A/C 12.6 watts max.

Audio
Impedance 300 ohms x 2 or 600 ohms x 1
Power 2.0 watts max. 

2.6 volts peak-to-peak
Compatibility Stereo and Mono selectable

TrafficScope® is a registered trademark of SureCheck Aviation, Inc. Other marks are trademarks of SureCheck Aviation, Inc.         Rev 1/05* MSRP

By Pilots. For Pilots.
Since 1997.
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traffıcscope

Back, showing connections

Micro (proximity alert): $299*VRX (range and altitude): $795*

1 Range Distance to greatest threat (NM)

2 Additional Threats Relative altitude of Multiple Threats

3 Altitude Altitude of the closest target relative to your
altitude. Also, displays your altitude (press LOC ALT)

4 Mode S Receiving Mode S data

5 Op Mode Current mode (F/G/A)

6 Messages Displays alerts and other messages, 
including Wake Turbulence

7 RADAR Ground RADAR (SSR) presence

8 TCAS TCAS-equipped aircraft presence

9 Low Battery Approx. 15-30 minutes before shut down

10 Volume Audio volume or mute

RANGE

Ceiling: 25,000 feet (FL250)

Floor: 0 feet
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Altitude Setting (Feet)

±5000 (Max), ±1500, ±500

Range Setting (NM Radius)

5 (Max), 3, 2, 1.5
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RANGE ALTITUDE

Altitude
Limitation
Window

Detection
Window

Typical
detection
setup

Range set to
max. (5 NM)

Altitude set
to max.
(±5000 ft.)

3.6” (89mm)

Smallest footprint of
any collision avoidance

19 sq. in.
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traffıc proxımıty alert system


